ABSTRACT: Using a home-built reflectometer, we have investigated the changes in the optical reflectivity of a Pd(100) model catalyst during CO oxidation under high-pressure, hightemperature conditions. We observe changes in optical contrast when exposing the surface to CO oxidation conditions at 200 mbar from room temperature up to 400°C
■ INTRODUCTION
CO oxidation is the most widely studied chemical reaction in catalytic surface science. It has been extensively studied over metal single-crystal surfaces, such as platinum (see, e.g., refs 1−5), palladium (see, e.g., refs 6−9), ruthenium (see, e.g., refs10−14), and rhodium (see, e.g., refs 15−18) . More realistic model catalysts consisting of supported nanoparticles were also used for CO oxidation studies. 15,19−26 Even though the first paper on CO oxidation was published as early as 1957, 27 novel aspects of this relatively simple reaction are still discovered frequently.
In this paper, we focus on the Pd(100) single-crystal surface. For this surface, it has been shown that a surface oxide forms during CO oxidation under (nearly) ambient conditions. 7,28−36 In high-pressure scanning tunneling microscopy (STM) studies, it was observed that the surface becomes increasingly rough when the surface oxide is formed during CO oxidation. 7 The authors explain this surface roughening as the result of a Mars−van Krevelen-type reaction mechanism, 37 in which CO from the gas phase reacts with O from the surface oxide, creating an oxygen vacancy. This vacancy will be filled with oxygen from the gas phase. When Pd atoms from the surface oxide become too poorly coordinated after reaction of CO with the surrounding surface O atoms, the Pd atoms start to diffuse, and the surface roughens. The exact structure of the surface oxide was resolved using surface X-ray diffraction (SXRD). During CO oxidation conditions under (near-)ambient pressures, the Pd(100) surface forms a (√5 × √5)R27°P dO(101) surface oxide. 28, 31, 32, 36 Spontaneous switches between the oxide and metallic phase were observed using SXRD. 28 In these studies, it was seen that the intensity of the Bragg reflection that is indicative of the oxide layer appears and disappears, showing that the surface switches between the metallic phase and the oxide phase. Because of increased surface roughening caused by the Mars− van Krevelen-type reaction mechanism, the stability of the surface oxide is lowered, and the surface will be reduced. After reduction of the surface, the roughness is removed by the fast diffusion of Pd atoms. Therefore, the oxidation and reduction of Pd(100) is accompanied by a roughening and smoothening of the surface.
We investigated this roughening and smoothening of the palladium surface in more detail using a recently developed reflectometer. 38 With this new setup, we can follow the optical changes of the surface during the catalytic reaction. In this paper, we will discuss the observed changes in the reflectivity of the Pd(100) sample during high-pressure, high-temperature CO oxidation, presenting different models to explain it. We will show that the observed reflectivity changes are caused both by oxidation of the surface and by a change in surface roughness. Our observations correspond well with results we previously obtained using SXRD and STM. 7, 28, 36 
■ METHODS
We measure the sample reflectance with a home-built reflectometer. 38 The sample is housed in a small flow reactor, designed by the company Leiden Probe Microscopy B.V. (LPM) . 39 This minireactor is a simplified version of the ReactorSXRD chamber, 40 with the same sample mounting stage and similar reactor volume but without the UHV sample preparation environment. The chosen geometry enables a direct comparison of the optical data with the SXRD results obtained previously. With an LPM gas supply system we can set the total flow rate, total pressure (120−2000 mbar; the latter is chosen as an upper limit because of safety specifications of the reactor window), and partial pressure ratios between all constituent gases ranging from 100:1 up to 1:100. The maximum flow rate per constituent gas is 10 mL n /min. With a reactor volume of ∼16 mL, the refresh rates are on the order of 1 min. This has to be taken into account when switching the gas composition in the reactor. The composition of the gas mixture that leaves the reactor is measured with a T100 highpressure inlet residual gas analyzer of LPM. 39 The reflectometer itself consists of two stages. The presample stage starts with a light source (Thorlabs M625L3 LED with a 625 nm central wavelength). A collimator collects the light, and a spatial filter creates a parallel beam. The postsample stage collects the light, chooses a specific imaging mode, and records the result with a camera. Full details of this home-built setup are given in ref 38 .
As a sample, we use a 10 mm diameter, 2 mm thick Pd(100) single crystal (Surface Preparation Laboratory). The sample in the reactor is directly mounted on a Boralectric heater, a graphite heating element embedded in boron nitride. This heater is connected to a power supply and can be heated to 800°C
, with the window of the optics part being the limiting factor. The sample holder carrying the Boralectric heater is mounted on two tantalum rods that are connected to a ceramic unit. Thermocouple wires connected to pins in the sample holder are (laser-)spot-welded on the sample to measure the temperature. The pins underneath the sample holder connect to sockets in the reactor base. The sockets are connected to feedthroughs connecting the signal to the outside of the reactor. The power supply as well as the thermocouple are computer-readable and computer-controlled. Feedback is applied between the temperature readout and heating power, in order to keep the temperature of the sample constant. Prior to all experiments, the Pd(100) sample was cleaned by reducing it in a CO atmosphere at 350°C to ensure that the surface was in the metallic state, resulting in a highly reflective surface. In this section we demonstrate the sensitivity of the optical reflection technique by exposing a Pd(100) surface to CO oxidation conditions at elevated temperatures and pressures. We show that even though the surface changes are very modest, a clear contrast can be observed in the optical reflection signal. We will discuss the possible origins of this observed change in reflectivity, and we will present models to explain it.
Oxidation and Reduction. We used the instrument described in the previous section and in ref 38 to monitor the relative reflectance difference (ΔR) of a Pd(100) surface during CO oxidation. Here, we define ΔR = (I − I 0 )/I 0 where I 0 is the reflected intensity at the start of the experiment and I the measured intensity at later stages of the experiment. We first investigated how the reflectance of Pd(100) changes upon oxidation and reduction of the sample (see Figure 1) . The images in the top panel of Figure 1 are a direct projection of the sample on the camera. We kept the pressure constant at 200 mbar. The temperature was set at 350°C. Small deviations from this set point were observed because of changes in heat conduction through the gas and changes in heat production by the exothermic CO oxidation reaction. We started in a gas mixture of CO and Ar, to ensure that the sample was initially in the metallic state. After this, we flushed the reactor with a flow of pure Ar. Subsequently, we introduced a mixture of O 2 and Ar, to oxidize the sample. Then, we flushed the reactor again with Ar, and finally, we introduced a mixture of Ar and CO, to reduce the sample again. The intermediate flushing with Ar was necessary to ensure that the previous active component, i.e., CO or O 2 , was completely removed before the next active component was introduced.
The top panel of Figure 1 shows three optical images of the Pd(100) sample: the first during exposure to Ar and CO, the second during exposure to Ar and O 2 , and the third again during exposure to Ar and CO. From the sequence of images, we extract a reflectivity curve with the behavior of the sample over time. We do this by integrating a small, predefined area (indicated by the red rectangle in the top panel of Figure 1 ) for each of the images, which results in I(t). From this, we calculate ΔR (middle panel of Figure 1 ). The bottom panel of Figure 1 shows the flow rates of the respective gases, Ar, CO, and O 2 . Small fluctuations in the flow rates, such as the spikes at t = 430 and 1200 s, are artifacts from the gas supply system. They result from a feedback overshoot of the mass flow controllers responsible for maintaining the gas flow.
We start our experiment with the Pd(100) sample exposed to CO, which results in a surface in the metallic state. As seen from image a in Figure 1 , the sample is very bright. Upon exposure to O 2 (image b of Figure 1 ), the surface becomes darker, i.e., the reflectivity decreases. From surface X-ray diffraction measurements and scanning tunneling microscopy observations, we know that the Pd(100) surface forms a thin surface oxide layer under these conditions. 7, 31 After exposure to CO again, the surface returns to the metallic state as seen from the brightness of the sample (image c of Figure 1 ). The shape of the reflectivity curve (see middle panel of Figure 1 ) shows a rapid initial decrease when changing the CO flow to an O 2 flow. Over time, this decrease in reflectivity gradually approaches a plateau value. From the analysis of the full time sequence of optical images, we observe that the decrease in reflectivity upon introduction of oxygen in the reactor starts closest to the reactor inlet. The same is observed for the reduction after introducing CO in the reactor.
Contrast Mechanism. The images in Figure 1 show that the optical properties of the sample change upon exposure to different gases. With our setup, we are able to follow the change in reflectivity over the entire surface while exposing the sample to varying catalytic conditions. Various physical processes can cause a decrease in the reflectivity. The oxidation of the palladium increases its roughness, both for the top surface and for the oxide−metal interface. Additionally, the optical properties of the palladium oxide and of the metallic palladium are different, which also causes a change in reflectivity of the surface. From these images, we cannot conclude which of these two effects is the cause of the change in reflectivity, accompanying the O 2 -induced oxidation of Pd(100). Understanding the contrast mechanism will help us to understand the surface dynamics, by examining how the reflectivity changes on different locations on the sample correlate.
If the contrast results from the formation of the palladium oxide, we expect ΔR to initially decrease quickly. The Mott− Cabrera theory for oxide growth on metals 41 predicts a decreasing growth rate by an increasing limitation of the diffusion of oxygen atoms from the surface through the thin oxide layer. Therefore, we expect the growth rate to obey ΔR ∝ −[ln(t)] 2/3 . However, if the contrast results from the generation of roughness, we expect it to follow Δ ∝ − R t ln( ) . 42 The observed time dependence of the change in ΔR after oxidation does not favor either of these two models. Although the O 2 partial pressure is identical everywhere, we see two regions with different responses (image d in Figure 1 ). In the top-left corner, the reflectivity decreases less than that in other areas of the surface. This suggests that the growth of the palladium oxide depends either on initial conditions of the surface or on other growth parameters. We now address the question regarding the origin of the contrast mechanism by calculating the effects of both surface roughening and oxide formation on the reflectivity separately.
To estimate the effect of the oxide layer on the reflectivity, we consider a thin palladium oxide film on top of a smooth Pd surface. The change in reflectivity is then caused by a difference in the refractive index of palladium oxide with respect to palladium. We calculate the Fresnel coefficient for reflection on a single layer using the following. assume the refractive index of the thin layer is that of the palladium bulk oxide (PdO), we can calculate the change in reflection coefficient as a function of the layer thickness. 44 The result is shown in Figure 2 . The left panel of Figure 2 shows the The Journal of Physical Chemistry C Article reflected intensity for a surface oxide layer as a function of oxide layer thickness. The right panel shows the reflected intensity for a surface oxide layer as a function of its root-mean-square roughness for three different roughness models: the Rayleigh− Rice model, 45 the effective medium approximation, and the model from Davies. 46 These models will be described in detail below. Only a thin layer (∼10 nm) is needed at this wavelength to achieve the observed decrease in the reflectivity. Almost complete absorption is calculated to happen around 30 nm. The remarkable sensitivity of the reflected intensity to the oxide thickness occurs because of destructive interference of light reflected from the gas-to-oxide interface with light reflected from the oxide-to-metal interface below. The near-extinction of the reflected intensity around 30 nm thickness indicates that the amplitude of the light reflecting from the gas-to-oxide interface is almost equal to the amplitude of light reflecting from the oxide-to-metal interface.
Next, we will investigate the expected effect of the roughness on ΔR. The response of a rough surface to incoming specular light has been investigated extensively over the last 60 years. We recognize three categories of approaches, depending on the in-plane correlation length of the surface roughness. First, when the in-plane correlation length is large with respect to the wavelength of the employed light, the diffuse reflection of the light can be described with the Fresnel coefficients on the local slopes of the surface. This gives the response a geometrical character, where the angles of reflection with respect to the incoming beam can be obtained from the distribution of slopes. This decreases the specular reflectance and increases the reflection in the off-specular directions. 47 Second, when the characteristic length scale of the roughness is on the order of the wavelength, a Rayleigh scattering approach becomes more appropriate. Also in this case, roughness leads to an increase in off-specular scattering and a decrease in specular scattering. Third, when the correlation length is much smaller than the wavelength, no off-specular scattering is observed, but still, the reflectance decreases. 48 The lost intensity is transmitted through the surface and absorbed. In this regime, the roughness can be estimated with the effective medium approximation (EMA) by replacing the roughness with a thin film with a dielectric constant that is an average of the dielectric constants of the ambient and the reflecting medium. Since roughness growth models 42 predict that the characteristic in-plane length scale starts small and increases over time, we expect to progress through these three regimes in reverse order.
We calculate the effective dielectric constant in the EMA by assuming that the layer consists of a random mixture of the oxygen-gas atmosphere and substrate material. The effective refractive index n EMA is given by
Here n 0 and n 1 are the refractive indices of oxygen and of the substrate, respectively. v 0 and v 1 are the volume fractions of oxygen and substrate material in the mixture, respectively, which we choose to both be 0.5. 49 The reflectivity can then be calculated using the method described above for the palladium oxide layer. Using this EMA approach, we find that a mixed layer with a thickness of ∼35 nm would be required to explain the measured reduction in reflected intensity upon exposure of the surface to O 2 . This corresponds to a short-wavelength roughness with a valley-to-top amplitude of 35 nm.
In the intermediate regime, where the correlation length of the surface is of the order of the wavelength, we estimate the roughness using the Rayleigh−Rice formalism. Here, we have followed the procedure described in ref 45 . The change in the Fresnel coefficient under normal incidence can be calculated using
Here, q x and q y are the in-plane momentum transfer components of the diffracted wave; S(q x , q y ) is the spectral density function of the surface roughness, and f p,s (q x , q y ) stands for the optical response for polarizations s and p, which are identical to each other for the case of normal incidence on an isotropic surface. We estimate the spectral density function of the surface roughness to be
with w the root-mean-square roughness, ξ the correlation length, and α the Hurst exponent. The Hurst exponent defines the scaling relation between the roughness and the lateral length scale:
is the height function and c a constant. We use α = 0.7 and set ξ equal to the root-mean-square roughness w. This approach predicts a root-mean-square roughness of 30 nm for the observed decrease in ΔR.
The estimated effect of the surface roughness when the wavelength is much smaller than the characteristic in-plane length scale was calculated by Davies using The Journal of Physical Chemistry C Article where R 0 is the reflection coefficient of a smooth surface, w the root-mean-square height variation, and λ the wavelength. 46 This approximation assumes that the root-mean-square roughness is small compared to the wavelength, and that both the height distribution and the autocorrelation function are Gaussiandistributed. Using this approximation, we find that a roughness value of w = 28 nm is required to fit the experimentally observed reduction in reflectivity.
Although all described roughness estimates are only applicable in their own respective regimes, they indicate a significantly higher sensitivity of the reflectivity to the presence of a thin flat oxide layer than to surface roughness. This suggests that, whatever lateral length scale is characteristic for the surface roughness, we should expect ΔR to be dominated by the formation of an oxide at the surface. The oxide thickness estimated on the basis of the measured ΔR is somewhat higher than the oxide thickness of 4 nm that was determined previously with SXRD. 31 However, that oxide was grown under different reaction conditions, and its thickness might be underestimated.
So far, we have considered the separate contributions to ΔR of the presence of an oxidized surface layer and of surface roughness. When the surface is both oxidized and rough, the two effects on the reflectivity should be summed. An additional effect, involving the excitation of surface plasmons, 50 is possible, when the roughness obeys certain conditions. The characteristics of surface plasmons are highly sensitive to the dielectric properties of the interface as they are purely a surface effect.
This renders the reflection coefficient also sensitive to a combination of interface roughness and oxide thickness.
CO Oxidation. CO Oxidation at Constant Temperature. To further differentiate between oxidation and surface roughening as the main cause for the observed decrease in reflectivity, we investigated CO oxidation at a constant temperature of 350°C (see Figure 3) . Again, we started the experiment with a reduced Pd sample in the metallic state (t = 0−394 s). We oxidized this surface in a mixture of O 2 and Ar (t = 394−768 s). Subsequently, we lowered the Ar flow rate and increased the CO flow rate from zero to the same value as the O 2 flow rate, to study CO oxidation (t = 768−1396 s). The CO oxidation reaction was confirmed by the observation of the CO 2 signal in the gas analyzer. After 601 s (t = 1396 s), we interrupted the CO oxidation reaction by flowing a mixture of O 2 and Ar for 601 s (t = 1396−1970 s). Afterward, we restarted the reaction by reducing the Ar flow and adding CO to the gas mixture (t = 1970−2571 s). Subsequently, O 2 was removed until the Pd surface was fully reduced (t = 2571−3000 s). Figure 3 shows the results of this experiment.
When comparing the results of CO oxidation versus pure oxidation, we observe clear differences. When the Pd(100) surface is oxidized in a mixture of oxygen and argon, the reflectivity signal (Figure 3a) reaches a plateau value. When the CO oxidation reaction is taking place, the reflectivity starts decreasing again. When we stop the CO oxidation reaction and expose the surface to a mixture of Ar and O 2 , we do not observe a further decrease in reflectivity, but instead, ΔR remains The Journal of Physical Chemistry C Article unaffected. It starts decreasing again when we resume the CO oxidation reaction.
It is clear that the CO oxidation reaction plays an important role in the decrease of the reflectivity. Since it is unlikely that the addition of a reducing agent to the gas mixture increases the oxide thickness, we interpret the observed decrease in reflectivity as a strong indication that surface roughness is responsible for this. This is fully consistent with our observations of SXRD and STM. 7, 31 During the CO oxidation reaction, the surface of the oxide layer becomes rough, as observed by STM, 7 while SXRD shows that the oxide−metal interface becomes increasingly rough during reaction. 31 A second experimental indication that roughness is the cause of contrast can be seen at t = 2571 s in Figure 3 , where the surface is reduced after a period of CO oxidation. After CO oxidation, the recovery of the surface that starts at t = 2571 s and makes the surface return to the initial, zero value of ΔR takes as long as 80 s. This should be compared to the much shorter recovery time of 4 s found in Figure 1 at 1220 s after exposure of the surface to pure O 2 . Whereas the reduction is a rapid, chemical process, the smoothening of the surface requires the lateral diffusion of large numbers of Pd atoms over large distances, which makes this a slow process, hence the relatively slow recovery.
Although not all regions of the surface vary equally strongly in reflectivity, the qualitative behavior of the entire surface is uniform and completely synchronous. This suggests that the entire oxidized surface is participating in the CO oxidation reaction. If the oxidized area were completely insensitive to the presence of CO, the reflectivity of these areas would not change during the reaction. Furthermore, if the presence of CO were to lead to a local reduction of the surface, this would lead either to a decrease in the thickness of the oxide, or even to the complete local removal of the oxide and the ensuing smoothening of the surface. In both cases, we should expect the reflectivity to stay constant or increase, as opposed to the observed steady decrease.
The origin of surface roughness has been debated previously. Assuming the reaction follows a Langmuir−Hinshelwood-type mechanism, the roughness generation for Pt(110) has been explained by invoking mass transport via restructuring of the surface during switches from CO-covered to O 2 -covered. 51 However, this explanation has gained no further support after the discovery of a thin oxide layer present during the roughening phase. 1, 5 Then, it was proposed that a Mars−van Krevelen-type mechanism causes the surface to roughen. In this reaction, CO molecules react with O atoms in the surface oxide to form CO 2 . The oxygen vacancy, left behind in the surface oxide, is then quickly filled up by oxygen from the gas phase. In the case that a rapid succession of local CO oxidation events leads to a temporary, strong, local reduction of the surface oxide, for example, in the form of the simultaneous absence of 3 O atoms, a Pd atom near the multiple-oxygen vacancy may become so loosely bound that it can liberate itself from the oxide matrix and diffuse over the oxide surface. After a brief journey, such a diffusing metal atom will be reoxidized on top of the oxide. The net effect of this relocation is a local depression at the original location of the metal atom and a new protrusion at its new location, which indeed adds to the roughness of the surface. Our observation of a steady reduction The Journal of Physical Chemistry C Article in reflectivity during CO oxidation on the oxidized Pd(100) surface is fully consistent with this steady reaction-induced roughening and thus supports the Mars−van Krevelen hypothesis.
CO Oxidation During Large Temperature Variations. A second way to explore the dependence of the CO oxidation reaction mechanism on the reaction conditions is illustrated in Figure 4 , where the temperature is ramped up and down linearly from room temperature to 300°C and back. During this process, the gas mixture in the reactor is kept constant at a total pressure of 200 mbar, an O 2 flow rate of 3 mL n /min, and a CO flow rate of 1.5 mL n /min. We analyzed the composition of the gas exhaust to monitor the CO 2 production. Panel a of Figure 4 shows the behavior of the surface reflectivity, averaged over a small part of the surface, similar to the rectangle indicated in the images of Figure 1 .
In the episode labeled 1 in Figure 4 , we start at low temperature. The increase in temperature is initially accompanied by a modest, slow decrease of ΔR, which can be ascribed to thermally induced drift of the Pd sample. In episode 2, we see an increase of the CO 2 production. In episode 3, the CO 2 production shows a sharp increase. Coinciding with this chemical change in episode 2, ΔR shows a sudden, small decrease of 0.5%. The resulting ΔR is maintained for only a few seconds, until episode 4 starts, in which the partial pressure of CO 2 remains constant, but ΔR decreases rapidly with time. The start of episode 5 marks the point in time where the reduction of ΔR slows down significantly. In this episode, the composition of the gas that leaves the reactor is constant. Episode 6 starts at the point in time when we have reached the maximum temperature and start cooling. Initially, the reduction of ΔR slows down, and ΔR levels off. In the second half of episode 6, ΔR increases somewhat. In episode 7, we see the combination of a temporary decrease in CO 2 production and a very small upward step in ΔR, while in episode 8 the CO 2 production rate is at its previous level. This cycle repeats itself at episodes 9 and 10, this time with a more pronounced increase in ΔR. In episode 11, the CO 2 production severely decreases. This coincides with an almost full recovery of the reflectivity. In the final episode, 12, the measured CO 2 partial pressure falls in the noise level. The slow increase in reflected intensity results from the reverse thermal drift of that experienced in episode 1.
Armed with only the ΔR and gas composition information in Figure 4 , it is impossible to give a full description of all changes in surface structure and reaction mechanisms during the experiment. In our interpretation, we make use of previous experiments on Pd(100), performed under comparable conditions, with other structurally sensitive techniques, in particular STM and SXRD. 7, 28, 31, 32, 36 This brings us to the following scenario. In episode 1, the sample is CO-poisoned and therefore in a metallic state. The CO 2 production follows the Langmuir−Hinshelwood mechanism. As the temperature increases, the surface is increasingly populated by O atoms. We speculate that, in the last part of episode 2, the reaction rate increases as a result of the presence of an alternative and more reactive coadsorption structure of O and CO on the metal surface. We interpret the sudden decrease of ΔR, accompanied by the jump in CO 2 partial pressure, as the consequence of the sudden formation of a surface oxide, as has been identified in SXRD and STM experiments. 7, 31 This surface oxide forms the starting point for the rapid growth of a thin film of a fewnanometers-thick bulk-like PdO. This goes hand-in-hand with the buildup of additional roughness and, hence, a further reduction of ΔR (episode 4). This growth of the bulk-like oxide is self-terminating, and therefore, the rapid reduction of ΔR also comes to an end (episode 5). Under these conditions, the reaction proceeds according to the Mars−van Krevelen mechanism. As we have seen before, this reaction mechanism leads to a steady roughening of the surface and the corresponding steady reduction of ΔR. When the temperature is decreased again in episode 6, the reaction rate, which is mostly limited by the diffusion of CO in the gas phase, slows down. This progressively reduces the rate at which ΔR drops. We interpret the effects in episodes 7−10 as reduction and oxidation cycles, induced by the interplay of the decreasing temperature and the changes in surface roughness. In episode 11, the surface is fully reduced. With the removal of the rough oxide, the diffusivity of the palladium atoms is increased, and the surface smoothens. In the gas analysis, we can see that, upon reduction of the surface, the reactivity is decreased. The reaction is back to the initial Langmuir−Hinshelwood mechanism.
■ CONCLUSIONS
We have presented the first results on in situ reflectance difference observations on CO oxidation over Pd(100) under high-pressure, high-temperature conditions. With this method, we are able to follow the optical response of a model catalyst surface to the exposure to CO and O 2 over a broad temperature range. We investigate the observed change in reflectivity of the surface upon exposure to CO oxidation conditions using two possible origins: the formation of an (surface) oxide and changes in the roughness of the surface. From this modeling, we conclude that the change in reflectivity is caused both by oxidation of the surface and by a change in roughness. However, the reflectivity is more sensitive to the presence of a thin flat oxide layer than to surface roughness. From the measured change in reflectivity and the modeling of ΔR, we estimate an oxide layer thickness that is slightly higher than the layer thickness determined with SXRD.
When comparing the results of separate oxidation−reduction cycles to the results of CO oxidation (both at constant temperature and during a temperature ramp), it is clear that CO oxidation plays an important role in the decrease of the reflectivity. Since adding a reducing agent to the gas mixture renders it unlikely that the oxide thickness increases, we conclude that the observed decrease in reflectivity is dominated by increased surface roughness because of the catalytic reaction. This increased surface roughness has been observed before by STM and SXRD. We contribute this observed surface roughening to a Mars−van Krevelen-type reaction mechanism. 
